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	Checklist for a licence to construct a vehicle crossing (VXO) from a Council controlled road


	Economy, Planning & Environment

Development Compliance

City Development

PO Box 5042 GOLD COAST MC QLD 9726 

P: 5582 8184 
E: mail@goldcoast.qld.gov.au
W: cityofgoldcoast.com.au


Privacy statement

Council of the City of Gold Coast (Council) is collecting your personal information in order to provide the services requested, perform associated Council functions and services, and to update and maintain Council’s customer information records. Your information is handled in accordance with the Information Privacy Act (Qld) 2009 and may only be accessed by Councillors, Council employees and authorised contractors. Unless authorised or required by law, we will not provide your personal information to any other person or agency. For further information go to cityofgoldcoast.com.au/privacy
Council may also use your personal information in order to contact you to provide you with information regarding Council functions and services. If you do not wish to receive such information please opt out using the unsubscribe link in the communication material sent to you.
The purpose of this supplementary checklist is to:

· Assist applicants to determine the type of application to submit.
· Assist Council officers to ensure the vehicle crossings comply with City Plan – Part 9.4.2 Driveways and vehicle crossings code
	Note: 

· Access from state-controlled roads requires approval from Queensland Government, Department of Transport and Main Roads. Telephone: 13 23 80 or visit them on tmr.qld.gov.au
· Applications for access from private roads are not required. Contact the owner of the private road.


	Property details – existing

	Lot number 
	
	Registered plan type and number
	

	Property address 
	

	
	


	Property details – proposed (if applicable)

	Lot number 
	
	Proposed plan type and number
	SP 

	Property address 
	

	
	


	Application details

	
	Yes
	No

	1. Does the proposed number of vehicle crossings exceed:

Identified Land-use

Maximum number of vehicle crossings per site

Dwelling House

1;

or

2,

when the road frontage at the kerb is at least 40m

Dual occupancy or Multiple dwelling

1;

or

2,

when the road frontage at the kerb is greater than 20m

Any non-residential land-use

2

In case of double vehicular crossings, is the distance between two crossings less than:

· 12.0 m for Single House, or

· 7.0 m for Duplex
	


	


	2. Will the proposed vehicle crossing/s be located within:
	
	

	· 3m from any other vehicle crossing?
	
	

	· 2m from any side property boundary; or 1.5m from any side property boundary where the proposed vehicle crossing is associated with the development of 2 dwellings or less?
	
	

	· 1m from all public infrastructures?
· Traffic management devices and/or public transport services (speed humps, pedestrian crossings, road signs, parking bays, bus stops etc.)
· Stormwater management devices (stormwater manhole, gully pit etc.)
· Water and sewerage services (water mains, meter enclosures, sewer pipes, sewerage manhole or maintenance access points, fire hydrants or valves etc.)
· Power supply services (power poles, electrical pillar boxes, gas supply etc.)
	



	




	3. Will construction of the vehicle crossing cause damage, including roots, to existing street trees (please refer to standard drawing 05-103 for standard 3m clearance requirements from street trees)?
	
	

	4. Is there any painted or concrete median within the road reserve located in front of the proposed vehicle crossing?
	
	

	5. Is the proposed vehicle crossing NOT square (perpendicular) to the street alignment? 
	   
	

	6. Is the proposed vehicle crossing to be constructed from material other than:
· Concrete (includes coloured and crushed (not round) aggregate that is compliant with Australian Standards for slip resistance)?

· Stamped / patterned concrete with no raised edges (<5mm tolerance within any 3m2 section)?

· Bitumen (asphalt) for rural properties, where the frontage road is not channelized?
	
	

	7. Is the garage / carport slab height at a height that allows the proposed vehicle crossing and the driveway to be constructed steeper than the grades identified on standard drawing RS-050 of City Plan policy – Land Development guidelines?
	
	

	8. Is the vehicle crossing located within prohibited locations as shown on standard drawing RS-049?
	
	

	9. Does the proposed vehicle crossing NOT comply with the relevant standard drawings (RS-049, RS-050, 
RS-051, and RS-056)?
	
	

	10. Does the cross-fall of frontage road at the proposed location of the vehicle crossing exceed 3%?
	
	

	11. Is the existing footpath at the proposed location of the vehicle crossing constructed against the back of the existing kerb?
	
	


If you answered “YES” to any question above, you are required to lodge an Operational Work (OPW) application to construct a non-standard vehicle crossing.  Failure to provide all correct information may result in delays in assessing the application and additional fees may apply.
	Applicant’s declaration

	I declare that:

· The information provided in this form is complete and correct

· I have read the privacy statement

	Signature
	
	Date
	

	Name (please print)
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